
AMSOIL DOMINATOR Synthetic 2-Cycle Racing Oil
AMSOIL DOMINATOR Synthetic 2-Cycle Racing Oil (TDR) is a robust formulation 
specially engineered for unsurpassed protection in high-performance two-cycle
motors, both on and off the track. It contains heavier synthetic base oils that pro-
vide more lubricity for “on the edge” operation. DOMINATOR reduces friction and protects

pistons and bearings subjected to the rigors of racing.
DOMINATOR contains the right additives for clean motor
operation. DOMINATOR Synthetic 2-Cycle Racing Oil is
recommended wherever API TC and JASO FC two-
cycle oils are specified.

AMSOIL products and Dealership information are
available from your local AMSOIL Dealer.
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The Oil the Pros Use
Team AMSOIL snocross racers Robbie Malinoski and Andrew
Johnstad and oval track racer P.J. Wanderscheid rely on DOMINATOR
Synthetic 2-Cycle Racing Oil to protect their race sleds.

The Oil the Pros Use

Formula 4-Stroke Synthetic
Power Sports Motor Oil
AMSOIL Formula 4-Stroke Synthetic
Power Sports Motor Oil (AFF)

provides serious protection and
performance in four-stroke snow-
mobile and ATV engines. Its
broad 0W-40 viscosity rating pro-
vides superior protection in both
hot and cold temperature
extremes. Provides superior shear
stability and resistance to vapor-
ization so engine wear, oil con-
sumption, friction, heat and
emissions are kept to an absolute
minimum.

Shock Therapy Suspension Fluid
AMSOIL Shock Therapy Suspension Fluids (STL,

STM) are formulated for maximum stability and
performance in high-performance snowmobile
applications. They effectively control friction and
heat and significantly reduce wear and scuffing.
Viscosity remains constant and foam and aeration
are kept to a minimum, limiting shock fade and
inconsistent dampening. AMSOIL Shock Therapy
Suspension Fluids offer superior performance in
temperature extremes. Available in “light” and
“medium” formulations.

AMSOIL STL is recommended for applications
that demand quick rebounds under extreme temperatures.

AMSOIL STM is recommended for applications that
require more dampening and slower rebounds.

P.J. Wanderscheid

Andrew Johnstad

AFF

STL

TDR

STM

Robbie Malinoski

G-1526 94280  7/14/09  12:43 PM  Page 4



P
ho

to
 c

o
ur

te
sy

 o
f 

A
rc

tic
 C

at
 C

o
rp

o
ra

tio
n

P
h
o

to
 c

o
u
rt

e
s
y
 o

f 
P

o
la

ri
s
 I
n
d

u
s
tr

ie
s

G-1526 94280  7/14/09  12:43 PM  Page 1




